01 PRODUCE KEYS

	Identify requirements for key production
	Key specs identified from documentation and samples

Key type, restrictions identified

Keys cover auto, domestic, commercial, security containers etc.

Blanks selected

Cutting requirements and appropriate equipment selected
	BLANK REQUISION AND SECULATION

Types

· 5 – 6 pin, S / sided, D / sided, Mortice / Rim, Precutor handcut, Safe keys, Cupboard keys, Flat steel

· Restricted, Semi restricted

· 2 track, 4 track

· profile, Tubular

Equipment

· Code machine

· Milling machines

· Tubular machines

· Copy

· Crimpers

· Files



	Produce and duplate keys

By hand
	Use Space v Depth keys

· Hand cut

· Measuring devices

· Hand file


	· Pin tumbler safe

· Mortice 

   *lever

   *ward

   *gates

· use of measuring devices

· use of hand files

· use of bridge

· gauges

· bow tip flag

	Produce and duplate keys by machine

	Tools and equipment prepared

Recalibrate machines recalibrated to manufacturers specification if necessary

Produce key

Check key measurements

Check quality of finished article to specs/samples


	· Apply OH & S

· Select Jaws

· Check calaiseration

· Clean swarf

· Check angles and depth of cut

· Use of measuring devices



	Cut keys to code 


	Computer & Book Code Programs used

Correct code selected

Check key measurements

Check quality of finished article to specs


	· Cut key on appropriate machine

· i.e. computer

   *Space v Depth 

· Follow manufacturer requirements 

· Machine used, i.e. discs, cards & cutters etc

· Cleanswarf 

· Check anoles & depth of cuts

· Check quality of finished article
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