06 MAINTAIN AND SERVICE MECHANICAL LOCKING DEVICES

	RE-KEY CYLINDERS
	

	
	Re Worn Pins

	
	Wrongly Cut

	
	Worn Plug


	RE-FIT LOCKING DEVICES
	

	
	Loose

	
	Poorly fitted

	
	damaged in break in

	
	After the dentist fitted it


	REMOVE AND RE-FIT FOR REPAIR
	

	
	worn lock

	
	after break in

	
	broken parts


	RECTIFY FAULTY FITTING


	MUST HAVE A GOOD KNOWLEDGE OF RELEVENT REGULATIONS
	

	
	Fire & Poll Regulations & Standards


	FULL KNOWLEDGE OF LOCKING AND LOCKING PRINCIPLES
	

	
	Re-Deadlocking functions

	
	Classroom locks

	
	Vestibule 

	
	Latching

	
	Dead Bolt

	
	Dead Latch


	CORRECT CLEARANCES OF LOCKS TO STRIKE
	

	
	To Allow Deadlatching

	
	Full Bolt Thow


	REPLACE/RREPAIR DAMAGED LOCKS ON CARS/TRUCKS
	

	
	After attempted theft, minor damage

	
	Worn locker

	
	Broken spring & parts


	UNDERSTANDING THE LOADING PRINCIPLES OF CYLINDER STACK & SPACE & DEPTH OF DIFFERENT BRANDS ETC (To enable reassemble/repair)


	SKILLS REQUIRED
	

	
	Carpentry

	
	Metal Fabrication

	
	Locksmiths Skills

	
	Drilling

	
	Filing

	
	Hand Tools

	
	Power Tools

	
	Specialised Tools


	KNOWLEDGE OF LUBRICANTS (The correct use of)


	KNOWLEDGE OF OPENING PROCEDURE OF DAMAGED LOCKS
	

	
	Picking

	
	

	
	Drill


	KNOWLEDGE OF LOCK FURNITURE AND FITTING
	

	
	Padlock

	
	Hasp & Staple

	
	Hinge

	
	Pad Bolts

	
	Pull Handler

	
	Flush Bolts

	
	Barrel Bolts

	
	ORB/ADI Locking bolts


	KNOWLEDGE OF DOOR & FRAME CONSTRUCTION
	

	
	Wood/Timber

	
	Fire Door

	
	Metal

	
	Aluminium


	CYLINDER (Pin)
	

	
	Loose Tail Screws

	
	Broken Key

	
	Worn Key

	
	Worn Plug

	
	Incorrect spacing

	
	Worn Pins

	
	Foreign objects

	
	Incorrect stacking heights

	
	Wrongly cut key


	LEVER (Mortice)

(Door, Cupboard, Safe, Rim Mortice)
	

	
	Broken Key

	
	Broken Lever Spring

	
	Worn Lever

	
	Worn Key way

	
	Broken Wards

	
	Damaged Curtain

	
	Broken Post


	DISC
	

	
	Damaged Springs

	
	Foreign objects

	
	Broken Key

	
	Worn Plug

	
	Worn Disc


	LOCK BODIES (Mortice Rim)
	

	
	Broken Springs

	
	Damaged Deadlatches

	
	Damaged/Worn Hubs

	
	Broken Spindles

	
	Re-align Strike

	
	Body Screws (have come out)

	
	Unintentionally locked


	ENTRANCE SETS
	

	
	530, Taiwan type, Fefco, K & K lever

	
	Disconnected Latch

	
	Worn Latch

	
	Jammed Deadlatch in Strike

	
	Twisted Spindle

	
	Damaged mechanism 
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